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PNEUMATIC VIBRATOR 

+  No surprise shocks! 
No electricity, no shock spare parts 
prices! 

 The simplicity of this product means that there are 
very few parts that require maintenance. Overall 
this is considered a safer product due to it being air 
pressured meaning you don´t need a plug, thanks to 
its connection to a compressor.

The pneumatic vibrators from ENAR are the best option for highly 
intensive Jobs when an air compressor is available. This piece of 
equipment is very practical as it has a universal connection and a 
metal valve which can be rotated to control the air pressure that 
powers the vibrating poker head. An oil deposit is integrated into 
the handle to ensure optimum lubrication of the vibrator. 

No job too big or too small! 

dimensions ranging from 25mm to 100mm. Standard length 
hoses for the PNU are 2m but are available up to 12m. 

TECHNICAL DATA

+  Versatility 
Widest range of sizes.

 Our most versatile vibrator is the PNU due 
to its large range of sizes, this means it can 
be adapted entirely to the job at hand from 
small scale jobs to large scale.

+  Durability 
A robust and strong piece of 
equipment

 The parts for the PNU have been made 

but also to be tough!  

PNU

MODEL DIAMETER
 (mm)

LENGTH
(mm)

WEIGHT
(Kg)

SPEED
(r.p.m)

CENTRIFUGAL FORCE
(N)

CONSUMPTION
(l/min)

PERFORMANCE
(m3/h)

Standard transmission length is 2m, however other lengths are available.

6 bars is the recommended pressure to work with.

No particular maintenance is required to for this product.

PNU 25 25 220 2.5 20,000 700 400 4

PNU 45 45 330 5.3 18,000 3,200 750 18

PNU 60 65 340 10 17,000 9,000 1,000 27

PNU 80 75 360 13 15,000 12,000 1,250 38

PNU 100 100 390 18 13,500 22,000 2,000 45


